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ABSTRACT 
In P a r t  I three types of symmetrical deformations of 
thin cylindrical rubber tubes a r e  discussed. In the f i r s t  type a rubber 
tube i s  deformed into another circular  cylindrical tube of different 
length and diameter by simultaneous inflation and extension of the tube. 
This deformation i s  useful in determining the mechanical properties 
of tube-like material  and i t  was found that Rivlin-Saunder form of 
strain-energy fitted a particular latex rubber used in our experiments. 
The second and third types of deformation a r e  a tube deformed by a 
longitudinal stretching o r  an increase in internal p ressure  to a curved 
surface of revolution. A number of numerical examples were worked 
out with a view toward designing experiments to determine mechanical 
properties of short  cylindrical tubes, 
In P a r t  I1 experimental studies on the overall  mechan- 
ical  properties of la rge  blood vessels  a r e  presented. Two Lagrangian 
s t r e s s e s  and two extension ratios a r e  used to describe the s t r e s s  and 
strain s tates  of the vessels  subjected to symmetrical deformations. 
The interested deformation range i s  about ten to twenty percent in the 
neighborhood of the natural state,  
Tests consisted of ( I )  a longitudinal stretching while 
the diameter s f  the vessels  was maintained, (2) a la tera l  distension 
with the length of the vessels  unchanged, and (3) repeated stretching 
of the vessels  a t  low frequency, 
The f i rs t  two tests  show that the s t ress-s t ra in  law 
of the vessels tested i s  highly nonlinear and the vessels behave more 
rigidly in the longitudinal direction than in the lateral  direction. The 
las t  test shows that the vessels a r e  more likely to behave a s  a plastic- 
elastic metal and a higher tangential modulus was observed for the 
vessels stretched a t  a smaller oscillation amplitude, 
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LIST OF SYMBOLS 
integration constant, Eq. (8) 
physical constants (psi), W = Cp(I1 - 3) + CZ(12 - 3) 
W = C1(+ - 3)  + f(12 - 3), df/d12 i s  a decreasing 
function of I; a s  shown in Fig. 7 
thicknesses of the undeformed and deformed tubes 
respectively 
3 3 
strain invariants, I~ = hr2,  IZ = 2 hr-2 
r = l  r = l  
lengths of the undeformed and deforwed tubes 
internal. pressure (psi) 
= P R ~ / ( ~ ~ ~ C ~ )  
radius of the middle surface So 
cylindrical polar system in  the deformed state where 
z g  is the axis of symmetry and r i s  the radius of S 
radius a t  the ends of S 
- (r = , the radius a t  the equator of S 
middle surfaces of the undeformed and deformed 
tube respectively 
s t ress  resultants per unit length in the meridiondl 
and latitudinal directions of S respectively 
force, acting a t  the ends of the tube, required to 
keep i t  in equilibrium 
TI1, TZ1, TI = T1/ (2hoC1) , T21 (2h0C1) and TI ( 2 r r ~ ~ h ~ C ~ )  
respectively 
w($. 12) strain-energy function of an isotropic incompressible 
material 
K1' k2 principal curvatures in the m eridional and latitudinal 
directions of S 
'hl, A,, 7\3 principal extension ratios associated with meridians, 
the lines of the latitude and the normals of S 
respectively 
a r c  length measured along a meridian of S 
orthogonal curvilinear coordinates system in  the 
deformed state where N i s  the normal coordinate 
of S 
cylindrical polar system in  the undeformed state 
where 2: is the axis of symmetry of the undeformed 
middle surface So 
PART I 
LARGE ELASTIC DEFORMATION 
OF THIN CYLINDRICAL TUBES 
1, INTRODUC TION 
W e  shall consider an elastic, incompressible, isotropic 
material  whose constitutive law i s  specified by a strain-energy function 
W which i s  a function of two strain invariants I1 and 12. In the math- 
ematical theory of large deformations of axially symmetrical elastic 
membranes, the governing equations a r e  a set  of nonlinear ordinary 
differential equations. In a few cases, such as the inflation of a 
circular  plane sheet (Ref. 11, these differential equations can be numer- 
ically integrated for a general form of W. In other cases, e, g. the 
inflation of a thin-walled tube, it has been necessary to simplify the 
calculation by asquming the Mooney-Rivlin form for W 
where I1 and I2 are defined in terma of the principal extension ratios 
Alv A2 and h3 by 
and C1 and C2 a r e  physical constants. 
In this report  we sha.ll discuss &zee types of deformation 
of thin circular  cylindrical rubber tubes. In the f i r s t  type a rubber 
tube is deformed into another circular  cylindrical tube of different 
length and diameter by simultaneous inflation and extension of the 
tube. Due to the simplicity in geometry, the governing differential 
equations a r e  reduced to a set  of algebraic equations in t e rms  of 
the derivatives of the strain-energy function W. This simple deform- 
ation may be used in determining the strain-energy function from 
experimental data, The following Rivlin-Saunder' s form for  W 
where df/d12 , a decreasing function of I2 - 3, was found to fit a 
particular latex rubber used in our experiments. 
The second type of deformation considered i s  a 
stretching of the tube without internal pressure. The third type is a 
tube inflated by internal pressure, with o r  without a change in total 
length o r  end diameter, In these two types, the deformed tube i s  a 
curved surface of revolutiony the analysis is more complicated, and 
our calculations a r e  restricted to the Mooney-Rivlin materials  
specified by a strain-energy function in the form of Eq. (I), 
With a view toward designing experiments to determine 
material properties, a number of numerical examples were worked 
out. When the tubes a r e  stretched without internal pressure, 
results for C / C  = 0, 0.46 and some other suitable values were 2 1 
obtained. It was found that the numerical solutions a r e  insensitive 
to the chosen values of CZ/CI. The results  of calculation were 
compared with measurements and good agreement was obtained. 
It i s  shown further, by calculation, that for  each state of deformation 
of the tube, the values of I1 and I2 vary only slightly along the tube. 
This has the effect that any slight dependence of a W/a$ and i3W/a1, 
on I1 and I such a s  that indicated by the f i r s t  type of deformation, 2' 
would not be reflected in disagreement between the experimental 
results and those calculated on the basis of a strain-energy function 
of the form (I), provided c2/C1 i s  given an appropriate value for  
each state of deformation of the tube. In contrast, the third type 
of deformation, in which the tube was fixed a t  the ends and was 
inflated by internal pressure, a slight change in C2/Cl would affect 
the deformation of the tube considerably. Hence an inflation 
experiment is useful in determining the values of the ratio C2JCl. 
2. THEORETICAL CONSIDERATIONS 
Let us choose a set  of cylindrical polar coordinates 
(p, 0, 2) to be our frame of reference in the undeformed state in 
which the z-axis is  taken a s  the axis of symmetry of the tube. The 
undeformed middle surface So is taken to be the surface p = R o ~  
We assume that a point P(Ro, Q, z )  in So i s  carried by  the deform - 
ation to a point P(r, 8, 2') in the deformed middle surface S. 
The deformation i s  considered to be entirely symmetric with 
respect to the z-axis, so that any point initially lying on the plane 
8 = constant remains on that plane a s  the deformation proceeds 
( F i g  1 The a r c  length in the surface S between a point P and an 
end of the tube, measured along a meridian Q = constant, is denoted 
by i$. We take the meridians, 8 = constant, the lines of the latitude, 
5 = constant, and the normals N to the deformed middle surface S 
a s  a set  of orthogonal curvilinear coordinates to describe the 
deformed state, F r o m  symmetry of the problem and the assumption 
that the membrane is very thin compared with the cylinder radius, 
so that the state of strain is nearly constant throughout the thickness, 
it  follows that the principal directions a t  any point in the membrane 
coincide with the coordinate axes (6, 8, N) and we denote the 
principal extension ratios in these directions by A1, h2 and )Ij 
respectively. These extension ratios evaluated at a point P on the 
deformed middle surface S are given by 
where ho and h a r e  the thicknesses of the undeformed and the 
deformed tube respectively and the las t  equality i s  derived from the 
incompressibility assumption of the material, i. e. hl h2 hg = 1. 
In these expressions h2, g, r and z a r e  independent of Q 
and may be regarded a s  functions of the single independent variable 
The components of the stress-resultants in  the 
directions 5 and Q will be denoted by T1 and T2 respectively. They 
a r e  given by (Green and Adkins, Ref. 2, p. 150, where 2ho is the 
thickness of the membrane) 
2 2 2 A,-' + h2 - 2  
where I1 = A + h2 + hg and I2 = + a r e  
two strain-invariants and W($. I ) i s  the strain-energy function of 2 
the isotropic incompressible material. They a r e  derived from 
t he assumption that the normal s t r e s s  acting on planes parallel to the 
middle surface may be neglected in comparison with the other 
s t resses  and that the normal s t resses  in the and Q-directions a r e  
constant throughout the thickness. According to these assumptions 
the extensions X p  h2 and A must be treated a s  independent of 3 
the normal coordinate N, 
The equations of equilibrium in the absence of body 
forces a r e  
where P i s  the internal  pressure and Kl and K2 a r e  the principal 
curvatures in the meridional and latitudinal directions respectively. 
The f i r s t  equation of ( 5 )  gives the equilibrium condition of the 
membrane in the e-direction and the second in the normal direction. 
Since TI, TZ9 & and hZ  a r e  independent of 8, the equilibrium 
equation in the 0-direction is automatically satisfied. The principal 
curvatures a r e  given by (Wang, Ref. 3, p. 322) 
2 With (dr)' + (dz12 = (dg) , any one of the three variables r, 5, z f  
may be taken a s  an independent variable and then the other two a r e  
regarded as dependent variables. From Eqs. (6) , we obtain the 
following relation between ul and K 2' 
From Eqs. (6) and (7), we get 
which integrates to the form 
where T i s  the total force, acting a t  the ends of the tube, required 
to keep the tube in static equilibrium. A positive value of T means 
tension. 
SIMULTANEOUS EXTENSION AND INFLATION WHICH 
PRESERVES THE CIRCULAR CYLINDRICAL FORM 
The simplest deformation of the cylindrical tube 
i s  to elongate the tube and inflate i t  to one similar to i ts  original 
shape. From the geometrical consideration, we see that 
where r and R a r e  the radii of the tube in the deformed state and 
undeformed state respectively. Using the above conditions, we 
derive from Eqs. (4), (5) and (8) the following equations. 
2h0 I p=-('+- Jd+ A;& 
0 n ~,%l; as, 1 
where P i s  the pressure necessary to inflate the tube, Tl is the 
longitudinal s t r e s s  resultant per unit length acting on the circum- 
ference of the tube and T i s  the force acting a t  the ends of the 
tube to keep i t  in equilibrium. 
Consider the case in which the diameter of the tube 
i s  kept constant; i. e. i s  varied but h i s  constant. When the 
elastic of the material can be described by a strain- 
energy function of the form (I), we can differentiate Eq. (10) with 
respect to hI to obtain 
Since C and C a r e  both non-negative and not simultaneously I 2 
zero, i t  follows from Eq. (11) that if C, = 0, P increases mono- 
tonically with hl. If C2 = 0 and 1 : <+s, then P increases  
to a maximum value when A ,  = fi/ and then decreases 
I 
monotonically with hl. If CZ = 0 and ~ ~ 7 ~ 5 ,  P decreases 
monotonically with h I. When neither Cl nor C2 is zero, 
d ~ / d  hl = 0 when 
4 
where r = CZ/C1, a = h2 and x = h12 . ~f we assume, 
furthermore, that T i s  l ess  than one, a s  i s  t rue for most  Mooney- 
Rivlin Solids, Eq. (12) would have two positive real  roots for x 
if i ts  discriminant i s  positive, which occurs if l ies  between 
zero and (7 - -8)/a. For  example, if h2 = 1 (a = 1) and 
0 4 r< 7 - J48 - 1/14, we find that when hl increases the 
pressure will f i r s t  rise, reaching a maximum, then i t  will fall, 
reaching a minimum, and r ises  again a t  higher extension. F o r  
1 >I' 2 7 - f i ,  the inflating pressure again increases mono- 
tonically with ipcrearing h On the other hand, d ~ / d  X1 > 0 1' 
for any non-negative C1 and C2. 
Four rubber tubes (cf. Appendix 1) were tested 
in the laboratory. Three tubes had diameters of 3. 79" and one 
tube had a diameter of 2.88". They were mounted yertically with 
their ends fixed on two metal cylinders, whose diameter was 
3 .8"  , a s  shown in Fig. 2. A weight T was attached to the lower 
cylinder and the corresponding extension ,A1 in the vertical 
direction was taken as the ratio yf/ xo . The inflating pressure  
P was measured by a manometer, Using the measured data T 
and P, the normal force T1 was calculated from Eq. (8). Two 
nondimensional quantities Pf and Tll a r e  defined by 
The experimental data of P' with C1 = 17.8 psi and h2 = 1 i s  
plotted against hl in Fig. 3. We can see  that Pt f i r s t  increases 
with X1 until i t  reaches a maximum a t  about = 1 9 ;  then i t  
falls slightly to reach a minimum and then r i ses  again. Curves 
I, I1 and I11 of Pt in Fig. 3 were calculated for  the strain-energy 
function W = C1 ( (Il - 3) + r (I2 - 3)) under the assumption that 
C1 = 17.8 psi and?- = 0, 0.065 and 0.1 respectively. These 
curves show different characters a s  discussed before. There a r e  
large gaps between the experimental results  and these predictions. 
In Fig. 4, we plotted the experimental s t r e s s  resultant T ' against 1 
h l. The calculated curves I and 111 for r= 0 and 0.1 respectively 
a r e  also plotted in Fig, 4 for comparison. These two curves 
differ from the experimental data considerably for small 1' 
and the experimental points Pie between them for large $\ If we 1 * 
choose a l a rger  value for @ we would get a better approximation 1 
in the range of small hl, but worse for large hl. 
In the simple deformation specified by (9), Eq. (10) 
can be used to solve for the two unknowns B W / a 1  and RW/B12 a s  
functions of the strain invariants 3 and IZ from the experimental 
data of P and T. lf, in addition, h2 = 1, then I1 i s  equal to I 2' 
Some simple calculations show that the values of a W/ 8 5  only vary 
slightly a s  5 and I increase. On the other hand, the values of 2 
BW/aI do drop rapidly a s  I1 and IZ increase. The former  condition 2 
implies that we can approximate the function W(I1, 12) by a l inear 
functional of 5. This suggests that we may use Eq. (2) to describe 
the stress-strain relation of our rubber tubes: 
It turned out that Eq. (2) does give a better approximation to our 
experimental data. A physical constant C1 = 17.8 psi was obtained 
from Eq. (10) by using experimental values of P and T at )\ = 2.9. 1 
The variations of I2 and l/C1 aW/B12 a r e  shown in Table 1 and 
Fig. 7. With the values of l/C1 a W/BI given in the third column 2 
of Table 1, the values of P1 and Tl were calculated according to 
Eq. ( lo) ,  and a r e  listed also in Table 1. The calculated results 
of PI were plotted in Fig. 3 (curve IV)  and that of Ti' in Fig. 4 
(curve IV). We see that the f a l l  of P' after i t  passed the maximum 
i s  mainly due to the decrease of l/C1 awl81 a s  I increases. 2 z 
When h2 = 1.315, measured values of P1 and T ' 1 
were plotted in  Figs. 5 and 6 respectively, P9 star ts  a t  a finite 
value, increahaes slightly as the extension increases, The maximum 
of P1 i s  reached a t  hl = 1.12. It decreases furthermore and then 
r ises  again at higher extensions. 
Values of Pg calculated for W in the form of (1) 
and T = 0, 0.065 and 0.1 a r e  plotted in Fig.  5 a s  curves I, II and 111 
respectively. In Fig. 6, TlV so calculated was plotted against nl 
in curves I and LII for  r = 0 and 0.1 respectively. These curves 
differ largely from the experimental data. On the other hand, if we 
assume W in the form of Eq. (2) and calculate the strain invariant 
IZ a t  each extension ratio hl and use the corresponding values for 
B w / B I ~ / C ~  from Fig. 7 to evaluate PI,T; and TIt. the results 
of Table 2 a r e  obtained. It gives curves IV in Figs. 5 and 6. Again 
a better approximation i s  obtained under the form (2). 
Thus we conclude that Eq. (2) gives a better 
description for the elastic properties of our rubber tubes than Eq. (1). 
4. SYMMETRIC STRETCHING AND DISTENSION O F  A 
THIN CIRCULAR CYLINDRICAL TUBE INTO A SHELL 
O F  REVOLUTION 
F o r  m o r e  complicated deformation of cyl indrical  
tubes the analytical difficulty is such that  we have to a s s u m e  the 
s t r a i n  energy &I the form of (1) to  make  some progress .  F r o m  
Eqs. (1) and (21, we der ive  
where  r= C2/C1. F r o m  the f i r s t  equation of (5) and Eq. (9), 
we obtain 
which integrates to the form 
where B i s  a constant. If this equation i s  solved for hl a s  a function 
of r, then the normal forces T1, T and the principal curvatures 2 
Icl and K can all be expressed in terms of r. This suggests that 2 
i t  i s  more  convenient to use T instead of 5 a s  the independent variable. 
From Eq. (3)  and the second equation of (6 ) ,  we have the following 
relations between z, zt  and r for the case  in which there i s  no 
* 
circumferential elongation at the ends of the tube and 'P  7 0 . 
* This kind of deformation is eas ier  to discuss and can be 
generalized to other possible cases without any difficulty. 
These equations specify the deformation between the end and the 
equator of the tube completely when we know the two integration 
constants B and T and the pressure P. 
Before discussing how to determine the unknown 
constants B and T, le t  us examine the conditions that a r e  appropriate 
for solving the problem. Under the assumption of symmetric deform- 
ation, no shear s t ress  resultant acts  a t  the ends of the tube. In 
finite deformaMon, however, the slope of the membrane a t  the ends 
i s  unknown and the direction of action of the s t ress  resultant T1 
a t  the ends i s  unknown. But the total force T acting a t  the ends 
of the tube may be specified. It will be shown that by specifying T 
and the initial length of the tube Ro, constant B can be determined. 
Another possible set  of conditions i s  to specify the initial length lo 
and final length lf of the tube. The numerical method of solving 
these constants i s  discussed in Appendix 2. 
Solutions for two types of deformations, namely 
the stretching of cylindrical tubes, and the distension of cylindrical 
tubes, were worked out and compared with experimental results. 
They w i l l  be discussed separately: 
A. Stretching of Cylindrical Tubes 
Thin circular  cylindrical tubes were stretched 
without internal pressure. The observations of the stretched 
tube were made with an optical cathetometer with horizontal and 
vertical travels. Rubber tubes were inked with horizontal lines 
about a quarter inch apart, as shown in Fig. 2. 
One rubber tube (R = 1.895") gave the deformed 
profiles as shown in Fig. 8, another tube (R = 1.44") gave the 
deformed profile a s  shown in Fig. 9. Their initial lengths lo 
were 3 times of their radii. 
The meridional extension ratio was readily 
obtained from the observed data. If c2 - cl i s  the length of the a r c  
PIPZ (cf. Fig. 8) and z2 - zl is the corresponding measured 
intercept on the undeformed tube, then 
i s  the mean meridional extension ratio over the interval PIP2. This 
was taken to be the meridional elongation a t  the point midway between 
PI and P2 in the undeformed state. The data obtained from the 
measurements of the two tubes mentioned above were presented in 
Figs. 10 and 11, which show A1 plotted against z-axis of the undeform- 
ed state. 
We discuss f i rs t  the special case  in which there i s  
no change in diameter a t  the ends of the tube, i. e. ( ;12)z, = O, = I *  
For  the theoretical calculations, the initial length of the tube ,Lo 
i s  taken to be 3 and the radius R, to be 1. 
Four numericdl solutions have been worked out. They 
a r e  calculated for Ro=l ,  1 = 3, P1 = 0 and ( l ) p f  = 3.98,  r= 0; 
(2) If = 3.98,  r = 0.46; (3)  l1 = 5 .98 ,  = 0; (4) Jf = 5.98, 
r = 0.31. The values of r, hl  and z1 were shown in  Tables 3 and 4. 
We observe that the calculations a r e  very insensitive to the chosen 
values of r . This insensitivity is caused by the flatnesls a t  the 
equator such that a alight change in rm would affect lo and lf largely 
and compensate for the change of yo a n d 1  due to the change of . f 
In Fig. 8, a r e  plotted deformed profiles I for  Yf = 3.98, r = 0.46 
and I1 for  $ = 5.98, r = 0.31. The calculated values of of these 1 
two cases  were plotted against the z-axis of the undeformed state in 
Fig. 9. Since the values of Il and I2 vary only slightly along the tube, 
a s  we can see from Fig. 12, i t  might be a good approximation to se t  
B w / B I ~  and BW/B12 a s  constants evaluated a t  the mean values of T 
and 12. From the discussion in Section 3 and the B f  / B I ~  vs. I2 plot 
- 
in Fig. 7, we take a W / B 4  to be the constant C1 and B W / B I ~ / C ~  = r= 
0.46 for ,ff = 3.98, where I2 i s  about 3.25. We also take r = 0.31 for 
4 = 5.98, where I2 i s  about 4.35. Therefore, curves I and I1 
obtained by this f i r s t  order approximation for the derivatives of the 
s train-energy function would still yield good agreement between 
the theoretical result and nondimensionalized experimental result 
in this type of deformation a s  shown in Figs. 8 and 10. From Fig. 13, 
we observe that T1 falls steadily a s  we progress outwards from the 
equator, while T2 increases steadily toward the ends. Calculated 
deformation profiles and hl were plotted in Figs. 9 and 11 for  
the case of an initial circumferential elongation h2 = 1.315 a t  the 
ends, It also shows good agreement with the experiment, 
B. Distension of Cylindrical Tubes 
The ends of the tube were rigidly fixed and we inflated 
i t  by internal pressure P. One tube was used for this type of 
deformation. It had a diameter of 3.79" and initial length 5. 69" (three 
times of i t s  radius). hlrn and ym were measured a t  the equator 
for  certain inflating pressures. The result is shown in Table 
5, We see that the increase of M a t i n g  pressure i s  followed 
by a fall  a s  distension proceeded. The deformed profiles and the 
meridional extension ratios all along the tube were measured for two 
different inflating pressures, After being nondim ensionalized by 
P R ~ / Z ~ ~ C ~  where C1 was again to be taken a s  17.8 psi. they a r e  1.24 
and 1,315. The results a r e  plotted in Figs. 14 and 15. 
Fo r  the numerical calculations, we chose R = 1, $=4 
= 3 and the following sets  of P' and 57 : (1) P' = 1.315, l? = 0.15; 
(2) P I  = 1. 24, r = 0.1; (3) PP = 1.24, r --' 0. 08 and (4) P' = 1.315, 
r = 0.1. The deformed profiles and the extension ratio hl a r e  
plotted in Figq. 16 and 17 respectively. One can see  immediately that 
the theoretical results do depend strongly on the chosen values of r. 
Using a smaller  r, we obtain a la rger  deformation a t  lower 
inflating pressure  a s  shown by curves 1 and 11 in Fig. 16. As 
discussed ear l ier  in Section 3, the apparent value of a w / ~ I ~ / c ~ ,  
which i s  for  a>Rivlin-Mooney material, does not remain constant 
for the particular latex rubber used in our experiment. Fig. 7 shows 
that r m a y  be considered as decreasing as IZ increas e s. One 
may surmise  that the fall of pressure  observed in the experiments is 
caused by the fall of the value of r a t  increased deformation. 
In Fig. 18, TI8 and T2' a r e  plotted against z and in 
Fig. 19, K ahd K~ a r e  plotted against a. Tlf and T ' decrease 
steadily as we go toward the end from the equator, except that T1 
r i ses  slightly near  the ends. KZ remains constant on most  of the 
tube, but drops near the ends. 
Curves I and I11 in Figs. 14 and 15 were chosen to fit 
the experimental deformed profiles and curves of hl. From Fig. 20, 
we notice that the value of I2 var ies  considerably with the axial 
coordinate. Therefore the approximation that BW/B12 /cl is a 
constant throughout the tube would not be valid Fn such a deformation. 
In the above calculation, r was considered a s  a constant parameter 
chosen to fit the experimental data and i t  has no relation with the 
considerations presented in Section 3, We see  from Fig. 14 that 
the calculated deformations a r e  flatter than the experimental 
deformation profiles a.nd that the curves of ,a in Fig; 15 only show 
a qualitative agreement with the experimental results. 
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APPENDIX 1 
THEPREPARATIONOFRUBBERTUBES 
Glass tubes of 3" to 4" diameter were  dipped in a 
rubber la tex  dispersion (No, 74 la tex  molding compound). The tubes 
were  taken out and put into coagulant (No. 541 coagulant) to solidify 
the latex. They were  f i r s t  washed in  fluent water  fo r  2 to 3 hours, 
dr ied a t  room temperature, then for  2 hours a t  1 6 0 ~  F and finally 
vulcanized fo r  25 to 35 minutes a t  220° F in a hot air oven, A l aye r  
of thickness 0.015" to 0.025'' was obtained and i t s  variation over the 
rubber tube i s  l e s s  than 2.5 percent. 
APPENDIX 2 
A NUMERICAL METHOD OF SOLVING EQUATION (16) 
Suppose that lo and Pf a r e  given. W e  obtain from 
where rm i s  the maximum radius a t  the equator z' = P f / 2  . 
The integrands of Eq, (A.1) a r e  very complicated 
functions of r, and the integrals cannot be expressed in closed form. 
An iteration method can be used. First ,  certain values for hl and 
r at the equator of the tube a r e  assumed and designated a s  2 and lm 
r respectively. Since dr/dE = 0 at the equator, Eq, (6) implies 
m 
= - l /rme The constants B and T can then r = r 
111 
be obtained from Eqs. (8) and (15), and the integrals (A.1) can be 
evaluated numerically by a high-speed computer. Readjusting the 
values of him and rm and repeating the numerical procedure, 
we can make these integrals to have the given values lo and dRt 
respectively. When lo and T a r e  given* Eq. (8) provides a 
relation between Aim and rm , and numerical solution can be 
found by assuming a suitable se t  of Aim and rm that satisfy the 
given relation and proceed with the iteration method a s  in  the 
previous case, 
Near the equator, there is a square root singularity 
and we cdculate  A C  from the following Taylor expansion 
where ~6 must  be a sifficiently small  value to insure the rapid 
convergence of Eq. (A, 2). Substituting Eq. (A. 2) into Eq. (A.1) 
we o btain two approximate formulas for lo and Af 
If hl and r / R  a r e  large throughout the whole tube, we may neglect 
0 
the term Ro3/h13r3J) in Eq. (15) in  comparison with XIRo/r and 
r/ hlRo. For example, when dl = r/Ro = 2, ~~~1(h1~r3= 1/64 
may be considered a s  a negligible quantity. In this case, the 
following approximate stress -atrain relations hold: 
A substitution pf (A.4) into the f i r s t  equation of (5) and an integration 
yields the relation 
where Bt i s  a constant. Eq. (A, 5) can be obtained d s o  by neglecting 
the higher order terms in Eq. (15). Using Eqs. (A.4) and (A. 5), we 
derive from Eq. (8) 
where P' = ~~/[2h~hoC1) and T" = T / ( ~ & ~ C ~ % )  . Eqs, (16) now 
become for 0 5 1: </o12 and 0 g z" c ~ ~ I z  
2 4 
where D = 4(B8 - T' )Ro / rm2 and re i s  the known radius a t  the 
ends of the tube. These two equations can be transformed into 
elliptical integrals of the f i rs t  and second kind when'all the constants 
a r e  given. After setting r = rm into Eq. (A. 7), we obtain two 
transcendental equations to determine rm and Aim when 4 and 
*lf a r e  given. 
When there is tangential elongation a$ the ends of the 
tube, a slight modification of the numerical procedure will provide 
a solution of the problem. 
TABLE 1 
The variations of ( 1 / ~ ~ ) / 8 W /  8 1 ~ )  , PI and Tll with A l ,  
for a tube of constant diameter uniformly stretched longitudinally. 
TABLE 2 
The variation of (1/ Cl)/ (aW/a12), TIt, Pll1 with h 
for a circular tube uniformly etretchee both longitudinally and 
circumferentially with h = 1.315 . 
TABLE 3 
Calculated values of r, hl and z' for  a circular tube 
stretched longitudinally without internal pressure lo = 3, lf = 3.98, 
P ' = O ,  R = 1  
TABLE 4 
Calculated values of r, Al and z s  for a circular 
tube stretched longitudinally without internal pressure 4 = 3, 
TABLE 5 
Measured internal pressure P I ,  radius rm/R and 
the extension ratio hlm at the equator of a circular tube which i s  
inflated by P1 while its ends are fixed with no circumferential elong- 
ation,% = 17.8 psi. 
Fig, B Middle Surface D e f U g  the Deformed Tubeo 
Undefoirmed State Deformed S t a t e  
Fig. 2 Mounting of Rubber Tube for Mation. 
Fig. 3 Variation of pressure P as function of hl for  A2 = P. 
Curve I~T  = Oi Gurve HI,T = 8.065; Curve I I I , ~  = O,P;  
Curve IV, (PICl)(aw /BIZ) varying in m-er of Fig. 7 
and the experimental result (cb. Fig, 4). 
Fig, 4 Variation of longitudinal s t ress  resultant T a s  function of 1 
,Al for hl = 1, Curve I, T = Or curve  In,r  = 0.1; cu rve  IV, 
( I/Cl)(Bw/BIZ) varying in manner of Fig. 7 and the nondi- 
mensionalized experimental result with Cl = 17.8 psi. 
Fig. 5 Variation. of pressure  P as function of h1 for  AZ = 1.315. 
Curve 1, T = 8; Curve LI, ir = .065, Curve ID, = 8.1, Curve 
( l / ~ ~ ) ( 8 w j 8 1 ~ )  varying in manner of Fig. '7 and experimental 
result. 
Fig. 6 Variation of longitudinal s t r e s s  resultant T1 a s  function of 1 
for  h2 = 1.315. Curve I, T = 0;  Curve III, = 0.1. Curve IV, 
(l/Cl)(Bw/i3~2) varying in manner of Fig. 7 and the nondimen- 
siondized experimental result  with @ = l?. $ psi. P 
Fig. 7 Variation of (BW/812)/C1 versus I 2' 


Fig. 10 Calculated hl plotted against z-axis of undeforrned state 
(cf. Fig, 8) a s  compared with experimental data, 
Fig. 111 Calculated plotted against z -axis of the 1 
undeforrned state a s  compared with the exper- 
imental data (cf. Fig, 9 ), 
Fig. 12: Calculated $(solid lines) and I2 (broken lines) plotted 
against the z-axis (cf. Fig,  8). 
Fig, 13 Calculated stress-resultants T ~ '  (solid lines) and T~~ 
(broken lines) plotted against the z-axis (cf. Fig. 8). 
Fig. I4 G d c d a t e d  deformed profiles 9: and UCP from Fig. 16 and 
the experimental resul ts  (A ,  0, Pg = 1.315; x, +, Pt = 1. 24; 
A, x of A part; 0, + of B part)  with C1 = 17.8 psi. 
Fig. 15 Calculated (Al, Z )  Curves I and III from Fig. 17 and 
the experimental results (broken lines) at corresponding 
pressures  (cf, Fig, 14). 
Fig. 16 Calculated deformed profiles for R = 1, 1 = lf = 3* 0 
Fig. 17 Calculated 3 plotted against the z-axis of the 
undeformed state (cf. Fig, l6), 
Fig. 18 Calculated s t res  s-resultants Tlt (solid l ines)  and TZt 
(brokenlines) for R = 1, Xo - " 4 f = 3,T = 0.1, Curve  I, 
Ps = 1.24; Curve lI, P' = 1.315. 
Fig. 19 Calculated principal curvatures K1 (solid lines) and KZ 
(br~ken lines) against the z-axis with the radius of the 
undeformed tube to be unit length (cf. Fig. 16). 
Fig. 20 Calculated 3 (solid l ine s )  and 12(broken lines) plotted 
against the z-axis  (cf, Fig. 161, 
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LIST O F  SYMBOLS 
state of vessel in which the vessel diameter equals 
to the mean of the outside diameters of the vessel 
near the lower and upper supports 
-Ao, AAt AN cross  - sectional a r ea  of the undefo rm ed vessel, of 
the vessel a t  state A and a t  the natural state 
respectively 
strain increments in the longitudinal and lateral  
directions respectively, induced by an infinitesimal 
deformation superimposed on a finite deformation 
outside diameter a t  the mid-portion 
mean of the outside diameters of the vessel near 
the lower and upper supports 
d~ outside diameter of the vessel a t  the natural state 
do outside diameter sf the vessel a t  the undeformed state 
hot hAs hN thicknesses of the undeformed vessel, of the vessel 
a t  state A and a t  the natural state respectively 
kll' kl Z* k ~ l '  k22 elastic constants, Eq, (9) 
$ 9  1 length of the undeform ed and deformed vessel 
respectively 
length of the vessel a t  the natural state 
internal pressure 
Lagrangian s t resses  in the longitudinal and lateral  
directions respectively. They a r e  referred to the 
undeformed state for carotid ar ter ies ,  jugular veins 
and to the state A for mesenteries and femoral 
ar ter ies  
s t ress  resultants per unit length in the meridional 
and latitudinal directions of the vessel wall respect- 
ively 
force, acting a t  the ends of the vessel, required to 
keep the vessel in equilibrium 
= h 0 x  lcrn/Ao 
principal extension ratio referred to the undeformed 
state associated with meridians. Fo r  carotid a r te r ies  
and jugular veins hl = -!/lo 
principal extension ratios, referred to the natural 
length lN and the reference diameter dA , = ,!/lN 
and d/dA, respectively 
ratio of the natural length to the undeformed length 
PART I1 
EXPERIMENTAL STUDIES ON THE MECHANICAL 
PROPERTIES O F  LARGE BLOOD VESSELS 
INTRODUCTION 
Most works on the mechanical properties of large  
a r te r ies  a r e  confined to separate measurements of either the circum- 
ferential (Ref, 1) o r  the longitudinal (Ref. 2 )  elastic behavior. These  
measurements a r e  insufficient to t rea t  the mechanics of vessel walls, 
Studies have also been made on str ips and rings cut from large  vessels 
(Ref. 3), but the interpretation of the elastic properties of these 
specimens in views of the fibrous structure i s  questionable. 
Histological studies show that the most  important 
elastic material  in the vessel wall i s  net-like elastin and collagen 
fibers. A model in which all f ibers a r e  arranged in the circumfer- 
ential direction was used by Bergel (Ref. 1) to explain qualitatively 
the lateral  distensibility of vessels. However, the details of such a 
model still await a full under standing of the structure and the mechanics 
of these vessels. 
It  i s  the objective of the present paper to report  
the measurement of the overall mechanics of the large blood vessels  
of the dog. OUT experiments consisted of the longitudinal stretching 
test, the lateral  distensibility tes t  and the relt+ .!-strain test. 
The f i rs t  two tests  were designed to determine the s t resses  a s  
functions of one of the extension ratios. The las t  one was designed 
to investigate hysteresis and the effect of strain rate. In the longi- 
tudinal stretching test, the blood vessel was stretched very slowly 
in the longitudinal direction. By adjusting the internal pressure a s  a 
vessel was stretched, the diameter of the vessel was held constant. 
In the lateral  distensibility test, vessels were inflated o r  contracted 
by changing the pressure step by step while the ends of the vessels  
were fixed. The relationship between s t resses  and strains can be 
determined from these data. In the repeated-strain tests, the 
vessels  were stretched longitudinally a s  a sinusoidal function of time 
while the pressure was held constant. 
In the experiments named above, fresh specimens 
were taken from anesthetized dogs and were immediately mounted on 
the testing chamber for testing in stretching and inflation. The 
chamber was temperature regulated by circulating Ringer-Tyrode 
solution. An optical comparator which provides a magnification 
factor ranging from 10 to 100 was used to measure the diameter change 
of the vessels. The force, pressure and longitudinal strain were 
recorded by an elaborate set-up to be described below. 
2. EXPERIMENTAL METHOD 
In this section, the method of preparing the tes t  
specimens, the experimental procedure and the data reduction method ' 
a r e  presented. 
A. Preparation of the Specimen 
The blood vessels used (carotid, femoral, mesenteric 
a r te r ies  and jugular veins) were taken from anesthetized dogs. A 
carotid a r t e ry  in situ i s  shown in Fig. 1. Before the removal of advent 
tissues, a rough estimation of the diameter of the vessel in situ was 
obtained by meqsurement with a caliber and by photography. This 
diameter i s  designated the natural diameter d The vessel would N ' 
shrink to about two thirds of i t s  natural diameter after the advent 
t issue was gently peeled off. Two ink ma'rks, about 5 cm apart,  were 
marked on a portion sf the vessel. This portion was selected on the 
basis of uniformity of cross-sectional size and scarcity of side 
branches. If any branches were present, they were ligated and cut 
close to the parent vessel. The distance between the marks  was 
measured with a caliber when the neck of the dog rested on the oper- 
ating table. This length i s  designated the natural length 2 No The 
physical meaning of this natural length i s  clear; however, i t s  numer- 
ical value is  somewhat debatable since the neck assumed different 
positions, the length between the marks  could be changed by 0.5 cm. 
The marked segment of the vessel was then cut a t  points about 7 mm 
beyond the marks  and rinsed in a warm Ringer- Tyrode solution. 
The distance between the marks  and the diameter of the relaxed 
vessel were measured (Fig. 2) and a r e  designated a s  the relaxed o r  
undeformed length lo and the relaxed o r  undeformed diameter do 
respectively. The length variation due to neck movement noted above 
amounts to about 20 percent of the undeformed length ,to. Because 
of the small dimensions of mesenteric and femoral ar ter ies ,  we had 
to fasten them to the cones before cutting them out of the animal body. 
The undeformed dimensions of the mesenteric and femoral a r te r ies  
were not measured. 
The specimen was then mounted on cones of suitable 
diameters. Fig. 3 shows the mounting device and the cones used for  
c arotid ar ter ies ,  mesenteries, etc, Two grooves were cut on the 
cylindrical portion of the cone to secure the attachment of the vessel. 
Black silk thread was used to tighten the vessel on the grooves. The 
threads were tied right on the marks  and served a s  markers  of the 
vessel  length. The specimen was held vertically in a Lucite chamber 
circulating with a warm Ringer- Tyrode solution (38O C). The lower 
support was connected with the pressure  system. During the test, 
there was no circulation inside of the vessel. Fifteen minutes of time 
was required to complete the transfer  of the specimen from the animal 
body to the testing chamber to s ta r t  the test. 
After each test, the average cross-sectional a rea  
in the undeformed state was determined by weighing the specimen, 
cut a t  the marks  and bisected longitudinally, f i r s t  in water and then 
in air. The weight in air was weighed with the inner and outer 
surfaces dried with Kimwipes paper. Questions may be raised a s  
to the proper degree of dryness the surface should have, but i t  i s  
estimated that with all uncertainties included, this method may entail 
an  e r r o r  of no more  than five percent in cross-sectional. area .  The 
cross-sectional a r ea  in the natural state is then computed by  assuming 
the vessel wall i s  incompressible. 
B. Testing Apparatus 
The tests  were carr ied  out in the specially designed 
apparatus shown in Fig. 4. The position of the chamber, the location 
of the specimen, etc, a r e  indicated in Fig. 5. A light source (not 
shown in Fig. 4) was situated in front of the chamber, so that any 
change of diameter could be recorded by measuring the shadow the 
vessel cas t  on the comparator screen. The comparator used was a 
Kodak optical comparator and i t  could provide a magnification factor 
ranging from 10 to 100. 
A motor was used to stretch the vessel in the long- 
itudinal direction. In the normal configuration, the vessel can be 
stretched a t  a constant s train rate. With an eccentric device, the 
vessel can be stretched sinusoidally in time a t  a fixed amplitude. 
In most of our experiments a very small s train rate (0.05 cm/cm/min) 
was imposed. 
A l inear differential t ransformer with a reliable 
displacement range of 1.25 cm was used to measure the longitudinal 
translation of the upper end sf the specimen. This differential 
t ransformer consisted of a core and a casing. The core was con- 
nected in se r ies  with the upper end of the blood vessel specimen. 
The casing was fixed on the rigid frame.  A se t  of flexures was 
designed to center and to f r e e  the core  in  the casing, and thus i t  was 
possible to eliminate any sliding friction between the core  and the 
casing. The electr ical  output of the differential t ransformer  was 
monitored by a Moseley X-Y plotter and was frequently calibrated with 
a micro-comparator.  An example of the l inear  relation between the 
di splacement and the electr ic  output i s  shown in  Fig. 6 .  As the lower 
end of the blood vessel  specimen was fixed to the bottom of the bath, 
the differential t ransformer  provided the data on elongation. 
The force needed to s tretch the vessel  was measured 
by a force transducer which consisted of two steel a r m s  in the form of 
a horseshoe. 'On one a r m  of the force  transducer four s t ra in  gauges 
(SR-4) with a gauge factor 1.69 were  mounted on both sides of a thinner 
section with a thickness of about 0.03 inches. The gauges were  con- 
nected to a Wheatstone bridge. This gave the bending moment a t  the 
section and hence the force  applied on the ends of the force  transducer.' 
The output of the bridge was amplified by a factor of 100 to 1100 with 
a Leeds and Northrup D. C. amplifier whose output was monitored on 
a Brown potentiometer and the Moseley X-Y plotter. Fig. 6 also 
shows the l inear  output of the force t ransducer which was calibrated 
by adding weights on i t s  ends. 
The pressure  changes were  produced with a hand bulb 
and a rese rvo i r  bottle connected to the vessel  through the lower support 
and were  measured by a Statham pressure  gauge, a mercury  mano- 
mete r  and/or  a water manometer. F o r  the carotid ar ter ies ,  the 
mercury  manometer was used, The water manometer was sometimes 
used for the jugular veins and the smaller  ar ter ies .  The output of the 
Statham gauge was monitored on another Moseley X-Y plotter. 
In order  to see  i f  any phase lag existed in the set-up 
of the force transducer and the differential transformer, the following 
repeated-strain tests  were carr ied  out with two l inear steel springs 
in place of the tes t  specimen, the outputs of the force and the displace- 
ment were monitored by the Moseley plotter a s  the Y- and X- inputs 
respectively. The rigidity of the stronger spring was approximately 
equal to the longitudinal rigidity of a carotid a r t e ry  and that of the 
weaker spring was approximately equal to the rigidity of the mesent- 
er ies  and femoral ar ter ies .  The motor was driven a t  about 1 cycle 
per minute with an eccentric amplitude of 2 mm. The responses of 
these two springs and the one with open end a r e  shown in Fig. 7, 
The las t  one was used to measure the elasticity and tbe frictional 
resistance of the mechanical set-up. It i s  seen that the outputs were 
quite l inear and the hysteresis  was negligible. 
Before carrying out the tests, the differential t rans-  
former was calibrated by translating i t s  core at a known distance 
(0.35 cm), the force transducer by adding weights (40 gm ) on the 
part R shown in Fig. 5 when the end was f ree  and the Statham gauge 
by the mercury manometer with a range of 20 c m  Hg. 
@. Test Procedure 
C. 1 Torsional Test 
It  i s  desired to determine f i r s t  whether the overall  
mechanical behavior of the blood vessel i s  axisymmetric. One tes t  
in this direction i s  to see  whether the vessel has a tendency to twist 
when i t  i s  subjected to a longitudinal stretching and to an internal 
inflation. We therefore replaced the part  "5" shown in Fig. 4 by a 
thread (8 pound-test fishing line) which has a very low torsional 
rigidity. The lower end of the blood vessel being fixed, any twist 
in the blood vessel will turn the upper support through an angle. By 
rotating the part  R shown in Fig. 5, the torque needed to res tore  the 
vessel  back to the state of symmetrical deformation can be measured. 
Experiments with four carotid a r te r ies  gave no indication of twisting 
when the vessels  were subjected to longitudinal extension and inflation. 
Hence the axisymmetry of the tes t  specimens may be assumed. 
The test specimen was adjusted to have a length of 
about 10 percent l e s s  than the natural length. Some vessels  were 
inflated to the natural o r  in situ diameters, d ~ a  Other vessels  were 
inflated only to have a diameter d equal to the mean of the diameters A 
of the vessel near  the upper and lower supports. These diameters 
were measured on the screen s f  the comparator. In the following 
description, the state of the vessel in which this mean diameter i s  
obtained i s  called the state A . 
Without pressure control, the diameter of the vessel  
contracted in the la tera l  direction a s  the vessel was stretched long- 
itudinally. To maintain a constant diameter, the pressure  was 
continuously adjusted. After the vessel was stretched to a proper 
limit, i t  was manually and slowly relaxed back to i t s  starting config- 
uration. Without such a careful relaxation a significant deviation in 
the force reading (about 10 percent of total force) a t  large  extension 
* 
ratios would result for the next run. 
Typical data of the force vs. longitudinal extension 
ratio ( Al) and the pressure vs. A1 recorded for three successive runs 
a r e  shown in Figs. 8 and 9 respectively. In these figures the vertical 
axis i s  shifted for each run to separate the curves more clearly. Note 
the resemblance of T - Al curves of the second and the third runs and 
their difference from the f i rs t  run, This changing behavior a t  the 
f i r s t  few s t ress  cycles seems to be a general behavior of blood vessels. 
For  this reason, the blood vessel was stretched and relaxed several 
times around $ts natural length prior to the routine data taking, This 
procedure enabled us to obtain repeatable results in T after a few 
cycles. 
C. 3 Lateral Distensibility Test 
The length of vessels was set a t  the natural length o r  
5 percent l ess  than the natural length . The vessels were distended by 
changing the internal pressure. Their diameter was decreased from 
the diameter d a t  a proper pressure decrement to a state a t  which A 
the differential pressure i s  nearly zero, then increased by steps to a 
certain maximum pressure, and finally decreased back to d For  A' 
some vessels, only the inflation part  was performed. 
* The vessels had been stretched a t  different constant strain rate. 
Because of the uncertainty in this relaxation technique, those data 
a r e  not presented. 
Since the force transducer was about a hundred times 
stiffer than the blood vessels, the ends of the tes t  specimen may be 
regarded a s  fixed during the inflation tes t  and the deformation of the 
vessels in the lateral  distensibility test  could be regarded a s  an 
inflation without any stretching in the longitudinal direction. Further - 
more, since the length-to-diameter ratio af the test  specimens i s  of 
order  10, the specimen i s  a long circular  cylinder and the deformation 
a t  the middle section may be regarded a s  a uniform cylindrical 
inflation. 
C. 4 Repeated-Strain Test 
Vessels were stretched longitudinally a t  a rate from 
0. 2 to 7 cycles per minute. The stretching limits could be adjusted 
by changing the eccentricity of the driven motor. During the entire 
test, a zero pressure  level was maintained. The outputs of dis- 
placement and force were monitored on a Moseley X-Y plotter. It 
resulted in continuous curves a s  shown in Fig, 10. 
As stated previously, the vessel length in situ varied 
--
over a range of about 20 percent of the undeformed length. In this 
repeated-strain tes t  the vessels were stretched within these recorded 
variations. At f i r s t  they were stretched between the two limits of the 
recorded variations, and then several  successive small loops were 
tested. Each small loop had a range of about 3 percent of the unde- 
formed length. 
D. Method of Data Reduction 
To study the blood vessel wall a s  a three dimensional 
body in all  i t s  detail i s  a formidable task. Structural non-uniformity 
in the blood vessel wall i s  well known. A detailed study to determine 
the structural organization of the collagen fibers, elastin layers  and 
endothelial cells i s  in progress a t  the Cardio-Vascular ~ e s e a r c h  
Laboratory by the method of differential enzymatic digestion. These 
studies show that a proper model for  the blood vessel wall i s  a fiber- 
reinforced structure, with the collagen f ibers arranged in different 
directions in different layers, very much like fiber-reinforced 
rocket bodies. 
When the mechanical properties of each component 
material  (collagen, elastin, endothelial, etc. in vivo) a r e  known, 
and when the geometric relationship (relative size and architecture)  
and the interaction mechanism between each of these components 
(adhesion, friction, weldability, breaking strength, yield point etc,) 
a r e  determined, then i t  may be possible to compute the overall 
properties of the blood vessel. Without this detailed information one 
cannot predict the overall properties. However, i t  i s  possible to 
measure the overall mechanical properties, The results will be 
useful for hemodynarnic applications directly, and will serve  a s  
basic information for  future detailed structural studies. 
With the determination of the overall properties a s  
our objective, the blood vessel i s  considered a s  a circular  cylindrical 
tube of uniform cross-section with a diameter-to-thickness ratio 
ranging from 7.6 to 21. Strictly speaking, the vessels tested must be 
considered a s  thick-walled cylinders, But the difficulty in analysis 
and the lack of detailed information about fiber-structure suggest that 
at  the present level, the variations of s t resses  and strains across  
the thickness should be neglected. The blood vessel i s  then treated 
a s  a thin-walled tube, with a nominal diameter taken to be the outside 
diameter of the vessel. Our data analysis will be based on this model, 
which must be remembered whenever our results a r e  used. 
The change of excised length before and after the 
vessel was stretched and relaxed several times was not significant. 
This was observed for the proximal and distal segments of the right 
and left carotid a r te r ies  of a god. It demonstrates that the undeformed 
state, a t  which the vessel i s  f ree  of external forces, i s  unique. There- 
fore, i t  i s  proper to choose the excised length and diameter a s  the 
basic reference length in the calculation of extension ratios. However, 
because of the difficulty of obtaining an accurate measurement of 
the diameter in the relaxed state, the diameter dA i s  taken a s  the 
reference diameter of the thin cylindrical tube in the data analysis. 
The vessels used were rather long, with length-to- 
diameter ratios of about 10, hence the fact that the ends of the vessel 
a r e  fixed on the cones introduces a negligible e r r o r  if we approximate 
the longitudinal extension ratio a t  the middle portion of the vessel by 
the ratio of the total length of the undeformed vessel and the unde- 
formed length. Thus the following longitudinal and lateral  extension 
ratios hl and X2 can be used to characterize the strains of the 
middle portion of the vessel. 
where & i s  the total length of the deformed vessel and i s  the outside 
diameter of i t s  mid-portion. In the longitudinal stretching test, the 
- 
diameter of the vessel was kept constant, hence h = constant and 
the only variable in strain i s  the longitudinal extension ratio A In 1- 
the lateral  distensibility tes ts  the longitudinal extension hl was kept 
constant and the deformation of the vessel i s  characterized by the 
ratio h2. In the repeated-strain tes ts  the deformation was rather 
complicated due to the fact that the pressure  was fixed so that a la tera l  
extension accompanied any longitudinal extension. However, i t  i s  
sufficient to use the longitudinal extension ratio A to specify the 1 
deformed state. 
Our instruments recorded the total force T applied a t  
the ends of the vessel and the internal differential pressure  p. The 
longitudinal s tress-resultant  T acting on the cross-sectional a r ea  of 1 
the vessel i s  given by the formula (cf, Eqs. (8) and (9) of P a r t  I )  
The s t r e s s  resultant T2 in the circumferential direction i s  the well 
known hoop s t ress ,  and i s  given by the following formula (cf. Eq. (5) 
of Part I) 
provided that the small curvature K1 in the meridional plane can be 
neglected. Consider an element of the deformed vessel subjected to 
the forces dT1 and dT2 a s  shown on the right hand side of Fig. 10. 
Let dA, be the a r ea  in the deformed tube on which dT1 and dT 2 
act respectively. Let dAo and be the a reas  on the undeformed 
0 
vessel which correspond to the a reas  dA, ,dA respectively. We 
define the Lagrangian s t resses  a s  the limiting values of the ratios 
dTl/dA0 and dTZ/ Wo after dT1 and dT2 have been translated 
pardle l ly  to the undeformed element a s  shown on the left hand side of 
Fig. 9. From Eqs. (1) through (3)  we obtain the following relations 
where sl and s 2  a r e  the Lagrangian s t resses  referred to the unde- 
formed state (s t resses  based on the undeformed a rea)  in the longitu- 
dinal and lateral  directions respectively, A and h0 a r e  the cross-  
0 
sectional a rea  and the thickness of the undeformed vessel respectively, 
and = ho x 1 cm/Ao 
Because of the difficulty of measuring the undeformed 
dimensions of the femoral ar ter ies  and mesenteries, the following 
extension ratios and s t resses  a r e  used. 
where AN and h a r e  the cross-sectional a rea  and the thickness of N 
small vessels in their natural state. In the above formula, the 
s t resses  a r e  based on the dimensions of the vessel in the natural 
state and a r e  called the Lagrangian s t resses  referred to the natural 
state. 
TEST RESULTS 
The results of the longitudinal stretching and the 
lateral  distensibility tests  a r e  presented in Tables 1 and 2 respectively. 
Nine carotid ar ter ies ,  four jugular veins, two mesenteries and two 
femoral a r te r ies  were tested. Fo r  conciseness, only the data on 
Lagrangian s t resses  a r e  presented. A smoothing technique on the 
pressure record a s  shown in Fig. 9 was used in analyzing the data 
of the longitudinal stretching test. In all the tests, the vessels were 
either stretched from hl = hlN - 0.1 to hl = hlN t 0.1 in the 
longitudinal direction o r  distended in a range h = 0.8 to 1.3 in the 
lateral direction. 
The raw data sf three other carotid a r te r ies  in a 
r epea t ed -~ t r a in~ te s t  a r e  presented in Figs. 11, 12, and 13. The 
Lagrangian s t  re's s s is plotted against the longitudinal extension 1 
ratio Al. Tests were performed within the recorded variations of 
the vessel length in situ. 
-- 
The physical dimensions, the natural longitudinal 
extension ratio h l N' the natural diameter dN, the mean diameter d A' 
the undeformed cross-section A and the thickness a t  the natural state 
0 
h of carotid a r te r ies  and jugular veins a r e  presented in Table 3. N 
:g 
For  most of the carotid a r te r ies  and the jugular veins, the relaxed 
diameter of the vessels was not measured. Hence &3 becomes an 
unknown constant (Eq.( 4) ) and i t  i s  combined with s Z  in the data re-  
duction. The values of ,& for four carotid ar ter ies  a r e  tabulated in 
Table 4 and range from 1,04 to 1.96. For  the mesentery and the 
femoral arteries,  the s t resses  a r e  based on the reference state A 
and the data of s a r e  presented. 2 
The undeformed physical dimensions, the diameter do, and the unde- 
formed thickness ho of the carotid a r te r ies  Nos. 8, 9, 11 and 12 a r e  
presented in Table 4. For  mesenteries and femoral ar ter ies ,  
Table 5 shows the values of the mean diameter d the cross-sectional A' 
a r ea  A and the thickness hA of the vessels a t  the state A. The A 
weight of the dogs where the tested vessels came from i s  shown in 
Table 6. 
Tables 1 and 2 offer the reduced raw data. If i t  i s  
desired to recover the experimental data on P and T for carotid 
a r te r ies  and jugular veins, one needs only to compute 
where s /3 s 2, and X a r e  the values presented in Tables 1 and 
2, and the values of A. and dA a r e  presented in Table 3. For  mesen- 
ter ies  and femoral a r te r ies  one has to use 
- 
where s 2 2' Al and a r e  tabulated in Tables 1 and 2 and dA, 2 
A and hA a r e  tabulated in Table 5. A 
Figs. 14 to 17 a r e  the straightforward presentations 
of the data of the carotid a r te r ies  Nos, 1 and 8 respectively. In the 
figures, the Lagrangian s t resses  sl and f s 2  a r e  plotted against the 
extension ratios A1 o r  X2. The paths of experiments a r e  indicated 
by arrowheads in the figures. Fo r  the longitudinal stretching test, 
only the loading data a r e  presented. On the other hand, the inflation 
and contraction data of the lateral  distensibility test  axe presented. 
Hysteresis loope were observed a s  shown in Fig. 15. Note that the 
- - 
slopes (not closed loops) as1/Bh2 and as2/R h2 a r e  increased upon 
unloading. 
Figs. 11 to 13 a r e  the data monitored on the Moseley 
X-Y plotter in the repeated-strain test  except that the force  scale 
has been modified to the s t r e s s  scale by 
where A i s  the undeformed cross-sectional a rea  and i s  presented 
0 
in Table 3. This formula i s  obtained by setting p = 0 in Eq. (6 ). 
The path of experiments i s  indicated by an arrowhead in the figures. ' 
The f i r s t  and third cycles of the carotid a r te ry  No. 10 a r e  shown in 
Fig. 12. Note the decrease in s t r e s s  a s  cycling proceeds. Results 
of steady-state response of the carotid a r te r ies  Nos. 11 and 12 which 
were stretched a t  different amplitudes and frequencies a r e  shown 
in Figs. 12 and 13. One sees  that the slope' asl/ a hl a t  an extension 
ratio hl can depend on the cycling amplitude and the frequency. 
DISCUSSION 
A. Stress -Strain Relationship 
In the torsional test  we have demonstrated the 
symmetrical properties of the vessels. Since the Eagrangian s t resses  
sl, s 2  and the extensional ratio h and A2  a r e  sufficient to pre- 
scribe the s t r e s s  state and the strain state of any symmetrical 
deformation, a double power ser ies  of sl and s 2  in terms of .Al and 
h2 o r  their combinations (e. g. - 1 and A2 - g, where A = 1, 
h2 = g describes the undeformed state) may be used a s  a s t r e s s -  
strain law to fit the experimental data. However, one can see  that 
the s t ress-s t ra in  relation i s  highly nonlinear and i t  i s  difficult to 
correlate the coefficients of the power ser ies  with the experimental 
data. 
As discussed in Pa r t  I, the Rivlin-Saunder's form 
for the strain-energy function gives a good approximation for latex 
rubber subjected to large deformation. However, the elastic behavior 
of latex rubber differs from that of blood vessels. Fo r  most  of the 
vessels, the loading curves a r e  rather flat a t  small extension ratios 
and then sharply ascendant a t  large extension ratios a s  shown in 
Figs. 14 and 15. On the other hand, the rubber has a higher tangential 
modulus a t  small extension ratios and a smaller one a t  higher exten- 
sion ratio. Thus the Rivlin-Saunder' s form of strain-energy function 
cannot be used in describing the s t ress-s t ra in  law for the blood 
vessels. Neither can the Msoney-Rivlin form (cf. Figs. 3 and 4 
of Pa r t  I) be used. At the present stage, a s t ress-s t ra in  functional, 
e. g. a strain energy function which is better in the tensorial pro- 
perties than the previously proposed Taylort s ser ies  and which can 
predict the behavior of the blood vessels a s  the Rivlin-Saundert s form 
does on rubber-like materials,  i s  still being sought. 
Be Elastic Constants of a Deformed Vessel 
Suppose a symmetrical infinitesimal deformation is 
superimposed on a deformed vessel of which the finite deformation i s  
- 
specified by the extension ratios ( hl, A2)' The strain increments 
a r e  
0 A, e,, = -
A/ 
where A A and A XZ a r e  the increments of the extension ratios due 1 
to the additional deformation. Up to the f i r s t  order  approximation of 
A Al and A x2 the increments of the Lagrangian s t resses  a r e  
where 
- 
and a r e  evaluated a t  ( hl, h2). 
Using Eq. (5) of Par t  I and Eqs. (1) to ( Z ) ,  we have 
the equilibrium equations of the vessel. 
A A%, 4' I 4, e,/ 4 (A ,  -A) e22 - - -- = - -9 p' dEZ 2Aa pf 
where z i s  the axial coordinate of the deformed vessel, Ap i s  
the pressure increment, ,8 * = p  x IT d A / ( h l  x 1 cm), andZl ,  
- 
s 2  a r e  the Lagrangian s t resses  evaluated a t  (Al, h Z )  . 
In this derivation one sees  that the elastic constants k 11' kl 2' k21 and 
k22 a r e  a proper choice in representing the response of the vessel 
to infinitesimal deformation. 
To compare the rigidity of a vessel in the longitudinal 
and la tera l  directions, i t  i s  best to choose two flat square membranes: 
one membrane has the s t ress-s t ra in  law Eq. (8) and another one i s  
obtained by a 90° rotation of the previous one. Stretching these mem- 
branes to a deformation e = e and e - 0, where e i s  a small  quantity, 11 22 - 
we see that a larger  longitudinal Lagrangian s t r e s s  s i s  required on 1 
the f i r s t  one than that on the second one i f  the inequality k ) k i s  11 22 
true. Therefore it  i s  proper to say that a vessel behaves more  
rigidly in the longitudinal direction than in the lateral  direction, i f  
the elastic constants k and k of the vessel satisfy the inequality 11 22 
kll ' k22 
The distensibility tests  of the carotid a r te r ies  Nos. 8 
and 9 were done to evaluate these elastic constants a t  several  se ts  of 
- 
(Al,  h 2 )  Test results a r e  presented in Tables 1 and 2 and in Figs. 
16 and 17. Note the overall increases of slope a s l / a b l  and 8s / a  X 
- 
2 1 
a s  A increases from 0. 9 to I. 0 and then to 1.1 in the longitudinal 
stretching test  (Fig. 16). Similar characteristics a r e  also seen in 
Fig, 17 for the lateral  distensibility test, The computed elastic con- 
stants of the carotid a r te r ies  Nos. 8 and 9 a r e  presented in Table 7. 
A smoothing technique on the s t ress-s t ra in  curves i s  used in measur-  
ing their slopes a t  points of a specific se t  of extension ratios. One 
can see that these two a r te r ies  behave more  rigidly in the longitudinal 
direction than in the lateral  direction in the neighborhood of the 
natural state. Table '7 also presents the elastic constants for other 
carotid ar ter ies ,  jugular veins, mesenteries and femoral ar ter ies .  
One can also see that the feature, the tested vessels behaving more  
rigidly in the longitudinal direction, i s  t rue a t  certain points on the 
hl - XZ plane and that their elastic constants a r e  of the same order  
of magnitude, except that for  three jugular veins out of four they have 
a very small kZ2. 
C. Repeated-Strain Test 
In this sub-section we shall discuss qualitatively 
some of the interesting aspects observed in the repeated-strain test. 
This test  i s  designed to investigate the dynamic response of vessels 
a t  low frequencies. 
When the carotid a r t e ry  No. 10 was stretched long- 
itudinally between fixed limits a t  a frequency of 0. 2 cycles per minute, 
we observed a substantial decrease in s t r e s s  from the f i r s t  cycle to 
the third one (Fig. ll), This tes t  consisted of five cycles. The 
larges t  decrease occurred in the f i r s t  cycle and the fourth and the 
fifth repeated the result of the third one. When we repeated the 
repeated-strain test  after about a five minute pause, the change in 
s t r e s s  was much l e s s  significant than in the previous test. The fact 
that the decrease in s t r e s s  after the vessel has been stretched for  
several times was also observed in the longitudinal stretching test  
a s  shown in Fig. 8. One sees  that the second loading curve i s  lower 
than the f i rs t  one for  large extension ratios while the third one 
repeated the second one. Comparable phenomena have been recorded 
in experiments on repeated-inflation tes ts  of large  blood vessels  
* (Bergel, Ref. 1) and on repeated-strain tests  of steel specimens 
(Bailey, Ref. 6). The features, the stiffening (higher tangent mod- 
ulus) a t  unloading and the decrease in s t r e s s  a s  cycling proceeds, 
a r e  rather similar to the plasticity of metals. When the vessels  
were cut out from the animal body, they contracted to about two 
thirds of their natural lengths. This abnormal contraction has been 
regarded a s  the principal cause for why a repeatable s t ress-s t ra in  
curve o r  a steady-state response in stretching o r  in inflation could 
be achieved only after several cycles have been tested (Figs. 8 and 
11). Thus i t  i s  useful i f  one can construct the mechanism of this 
abnormal contraction on the mechanical properties of blood vessels,  
e. g. a model with certain elastic-plastic properties of metals. For  
a "standard linear" model (a viscoelastic material, cf. Appendix 1) 
the phenomenon of the s t r e s s  decrease could also be observed a s  i t  
i s  suddenly being stretched sinusoidally. However, a change of the 
initial condition will result in a s t r e s s  increase. Fo r  the three 
carotid a r te r ies  tested the initial conditions of the suddenly imposed 
sinusoidal excitation were quite arbitrary,  but the s t r e s s  level was 
always decreased. Thus the decrease in s t r e s s  of the vessels  
might not be interpreted a s  a viscoelastic response. 
After two o r  three cycles of repeated stretchings, 
the response reaches a steady state in the sense that the hysteresis  
loops overlap each other for several  subsequent runs. Fig. 12 
shows the steady-state response of the carotid a r te ry  No. 11 . 
* In his experiments, the strain l imits  were 0 and 6 x loe3. The 
bending moment, applied on the specimen for the f i r s t  loading cycle 
was increased from 0 to 120 ft. lb. However, the extrema of the 
bending moment dropped to -40 and 110 ft. lb. for  the third loading cycle. 
In our test  the s t r e s s  level of the blood vessels i s  positive. 
All loops were run a t  a frequency of 0.2 cycles per  minute. Note that 
the loading curve of the large  hysteresis  loop i s  quite l inear.  On the 
other hand, one can see that the slope a s l / a h l  could be a nonlinear 
function of the driven amplitude, the one with a smal ler  amplitude 
has a higher slope. This resul t  differs  with that of the Voigt model 
(a l inear  viscoelastic material,  cf. Appendix 1) of which the force-  
displacement loops would look like ellipse s with parallel major  and 
minor axes when the model i s  driven a t  different amplitudes o r  
frequencies. Similar resul ts  were observed for  a rubber tube a s  
shown in Fig. 7. 
Steady state responses of the carotid a r t e r y  No. 12 
stretched a t  different frequencies a r e  shown in Fig. 13. The l a s t  
small  loop (the one on the right hand side of the figure) of the third 
tes t  had been driven a t  frequencies 1.1 and 7.1 cycles per  minute. 
No differences on their force readings were observed. On the other 
hand, when the vessel  was repeatedly stretched between l a rge  l imi ts  
a t  frequencies of 0. 2 and 1.1 cycles per  minute, the loops c ro s s  
each other a t  la rge  extension ratios. 
In Bergel 's dynamic tes ts  (Ref. 7), he distended the 
vessels lateral ly a t  frequencies from 2 to 18 cycles per  second with 
a mean p ressure  of 100 mm Hg. The radius changes were  l e s s  than 
3 percent f o r  a p ressure  change of 5-10 mm Hg. He showed that 
the dynamic Youngt s modulus of the tested carotid a r t e r i e s  changed 
insignificantly in  the above frequency range and i t s  value was about 
1.6 t imes the static Young's modulus which was measured a t  an  
internal p ressure  of 100 mm Hg. In his  static test, being s imi lar  to 
our  la tera l  distensibility test, the diameter of the carotid a r t e r y  
was increased step by step from 0.24 to 0.45 cm. Based on our 
qualitative result of the carotid a r te r ies  tested in the repeated- 
strain test, one realizes that the oscillation amplitude could be an 
important nonlinear factor in explaining why the dynamic Young's 
modulus i s  l a rger  than the static one as shown in Bergelts test. 
CONCLUSION 
The experimental results of the extensibility test  
show that the vessel has a smaller  tangential modulus a t  small 
extension ratios and a higher one a t  l a rger  extension ratios in both 
the latitudinal and longitudinal directions. This characteristic 
differs from ordinary rubber-like materials. In discus sing the 
response of the vessel in the neighborhood of the natural state to 
infinitesimal deformations, we found that the vessels tested behaved 
more rigidly in the longitudinal direction than in the latitudinal 
direction. 
Results of the repeated- strain test demonstrate that 
the dynamic extensibility of the vessel depends more strongly on the 
driven amplitude than on the driven frequency and the f i r s t  may be an 
important factor in explaining the increase in the dynamic modulus 
over the static one. 
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APPENDIX 1 
RELAXATION O F  A STANDARD LINEAR MODEL 
The standard linear model i s  (1) a combination of a 
Voigt Model (a linear spring and a dashpot being parallelly connected) 
and a spring connected in series,  o r  ( 2 )  a parallel combination of a 
Maxwell model (a spring and a dashpot being connected in se r ies )  
and a spring. A dashpot behaves a s  a massless  piston moving in a 
viscous fluid. A sudden change of the deflection of these models 
= D sin uJt 
where t i s  the time, LO i s  the frequency, and D i s  a constant, will 
produce the following load 
where ER, , % a r e  functions of the spring constants and the 
coefficient of viscosity of the dashpot. In the above formula, the 
f i rs t  term in the bracket i s  a term of exponential relaxation. If 
h 
D( 'Ze - Ip. ) 7 0 ( ( - Tr ) ) 0 for  model (I),  4 0 for model (2), 
and = 0 for Voigt model) hysteresis  loops of the model in repeated- 
strain test  decay exponentially to a lower limit. Otherwise, the 
loops tend to a higher limit. One can see that the decrease o r  
increase in the s t r e s s  of the standard linear models depends on the 
sign of D, and hence on the initial condition. More detail on the 
governing equations of viscoelastic materials  can be found in Fung, 
Foundations of Solid Mechanics, Chapter 1. 
TABLE 1 
Measured values of the Lagrangian s t r e s s e s  
sl and g s2 in the longitudinal stretching tests.  
Carotid Artery 1 Carotid Artery 2 
Carotid Artery 3 Carotid Artery 4 
Carotid Artery 5 
- 
h2 -1.0 
Carotid Artery 6 
X, = 1.0 
Carotid Artery 7 
- 
h 2 = 1 . 0  
Carotid Artery 8 
X, = 0 . 9  
Carotid Artery 9 
Jugular Vein 13 Jugular Ve in  14 
Jugular Vein  15 
h 2 = 1 . 0  
Jugular Ve in  16 
Mesentery 17 Mesentery 18 
x2 = 1 . 0  
Femoral Artery 19 
- 
Femoral Artery 20 
X z  = l . O  
TABLE 2 
Measu red value8 of Lag rangian stress es  s and 1 
B " 2  in t he lateral d ist ensibility tests. 
Carotid Artery 1 Carotid Artery 2 
Carotid Artery 3 
A, = 1.86 
Caroti d Artery  4 
h = 1.65 
C a r o t i d  A r t e r y  5 
h, = 1.73 
C a r o t i d  A r t e r y  6 
A, = 1.71 
Carotid Artery 7 
A, = 1.77 
Carotid Artery 8 
A, = 1.577 
EZT 'T 
851 '1 
081 '1 
LOT'T 
P6T '1 
991 *I 
9PT'Z: 
8ET '1 
L90 'T 
000 'T 
€€6  ' 
8€8 ' 
ZTL * 
195 ' 
OP9 
6TL ' 
908 ' 
588 
6P6 ' 
TL ' PL ' ZTZ '1 
2 5  ' 9 9 '  691.1 
L E  ' 0 9  LZI 'I 
LZ ' 9 5 '  580'1 
91 E5' 520'1 
80  ' 9 P 0  5L6' 
€0  * LP ' IT6 ' 
Jugular V e i n  14 Jug ular Vein  15 
A, = 1 .72  
Jugular Ve in 16 
,k , = 1.87 
Mesentery  17 Mesentery  18 
- xl = 0 . 9 6 4  
F e m o r a l  Artery 19 
- A, = 0.907 
F e m o r a l  Artery  20 
TABLE 3 
Physical dimensions of the carotid a r te r ies  and 
jugular veins. 
8 Number AIN d~ d~ *o h~ + d h ~  
(em 1 (cm (em2) (cm) 
Carotid Arteries 
Jugular Veins 
* L. signifies left and R. signifies right. 
TABLE 4 
Undeformed physical dimensions of the carotid 
a r te r ies  Nos. 8, 9, 11 and 12. 
** 
Number d * 0 ho d /h  0 0 
(cm) (em) 
* Measured by photographic method. 
** L. signifies left and R. signifies right. 
TABLE 5 
Physical dimensions of femoral arteries and 
mesenteries. 
* Number d~ A~ h~ d ~ / h ~  
(cm 1 tcm2) (cm) 
* FA signifies femoral artery and M signifies mesenteries. 
TABLE 6 
Weight of the experimental  dogs. 
Specimen Weight of the dog tes ted  
Carot id  a r t e r y  1, Carot id  a r t e r y  2 
Jugular  vein 9 
Carot id  a r t e r y  3 
Carot id  a r t e r y  4, Carot id  a r t e r y  5 
Carot id  a r t e r y  6, Carot id  a r t e r y  7 
Jugular  vein 14 
Carot id  a r t e r y  8, Carot id  a r t e r y  9 
Carot id  a r t e r y  10 
Carot id  a r t e r y  11, Carot id  a r t e r y  12 
Jugular  vein 15 
Jugular  vein 16 
Mesentery  17, Mesentery 18 
F e m o r a l  a r t e r y  19, F e m o r a l  a r t e r y  20 
50 l b s ,  
65 lbs. 
45 lbs ,  
45 lbs.  
50 lbs ,  
40 lbs ,  
54 lbs. 
39 lbs .  
40 lbs.  
50 lbs.  
45 lbs. 
TABLE 7 
?% Measured  values  of the e las t ic  constants.  
** *** - 
Number hl A2 
C.A. 8 
C.A, 9 
C.A. 1 
C.A. 2 
C.A. 3 
C . A . 4  
C.A.5 
C.A.6 
C.A. 7 
J. V. 13 
J. V. 14 
J. V. 15 
J. V. 16 
M. 17 
M. 18 
F. A. 19 
F.A. 20 
6 2 
* All constants  have the dimension 10 dynejcm (cf. Eq. (9)). 
** C . A . ,  ca ro t id  a r t e r y .  3. V., jugular vein. F.A., f e m o r a l  a r t e ry .  
M., mesentery .  
- 
*** F o r  m e s e n t e r i e s  and f e m o r a l  a r t e r i e s  , hl should r e a d  as hl . 


Fig. 5 A diagrammatical set-up s f  the testhg apparatus. 
C = cl-narnber, C O  = comparator screen, D = differential 
t ransformer,  F = force transducer, F1 = flexure, 
J = joint, M = motor, P = pulley, R = joint which i s  free 
rotate, S = shadow of the vessel, V = vessel. 
FORCE AND DISPLACEMENT 
Fig. 6 Static calibration of the outputs of the force transducer 
3 (amplified PO t imes by a Leed-Northrop Amplifier) and 
the differential t ransformer (displacement), both of which 
were monitored on the Moseley plotter. The force trans- 
ducer was calibrated stepwise by adding weight chips, and 
the differential t r a n s f o ~ m e r  was calibrated stepwise by a 
micro-comparator. No hysteresis wats recorded. 
ELONGATION 
Fig. 7 Hysteresis loops (included the elasticity of the tesUrg apparatus) of springs and a rubber tube 
in repeated-strain tests. This serves  the purpose of calibrating the force-displacement system 
by those of known elastic properties. The elasticity of the testing apparatus i s  represented by 
the free-end plot. 
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LONGITUDINAL EXTENSION RATIO XI 
Fig. 8 Force vs. Lsngitudirnaa extension ratio of the carotid artery 
No. $. These are the force-&spPacemen& curves monitored 
on the Mssdey  X-Y plotter, FOP clarity the vertical axis is 
shifted for eabh rum. 

Undeforrn eci State Deformed State 
Fig, 10 The correspondence sf force vectors in defining 
Lagrangian stresses. dT1 and dT2 are pqrallally 
translated from &he deformed state to the csrres- 
pending surfaces of the uncleformed state, 
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LONGlTUDl NAL EXTENSION RATIO XI 
Fig. P 1 Hysteresis loops sf the repeated-strain test of the carotid 
artery No, 10. These Boope are direct readings on the 
Mosdey X-Y plotter, 
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LONGlTUDl NAL EXTENSION RATIO XI 
Fig, 114 Eagragiarn stresses vs. longitudinal extension ratio of 
the carotid artery No. 1. The lateral extension ratio A2 
was 1. 
LATERAL EXTENSION RATIO X 2  
Fig. 15 hragrangiali stresses vle. latitudinal extansion ratio of 
the carotid artery NO. 1 ,  The %sngitudiinal extension 
ratio A2 was 1.465. 
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LONGlTUDl NAL EXTENSION RATIO 1, 
Fig, 16 Lagrangian stresses ve, Pongihtdhndl extension ratio of 
the carotid artery No. 8, The latarP1 extension ratio A2 
wae kept constaat in the stretching test as shown on the 
curvee 
LATERAL EXTENSION RATIO A 2  
Fig, 17 Lagrangim stresses vs, lateral extension ratio of the 
carotid artery No. 8. The longitudinal extension ratio 
A1 was kept constant in the diatensibility test as shown 
on, the curve. 
